Windows XP 5.1

IA32

WinAspi: File 'Wnaspi32.dll': Ver=4.71 (0002), size=45056 bytes, created 17/07/2002 09:20:56 

ahead WinASPI: File 'C:\Program Files\ahead\Nero\Wnaspi32.dll': Ver=2.0.1.59, size=160016 bytes, created 17/06/2003 15:25:04 

Version de Nero : 6.0.0.11

Graveur :             <YAMAHA CRW3200E>         Version: 1.0d - HA 1 TA 1 - 6.0.0.11

 Pilote d'adaptateur :<atapi>                   HA 1

 Drive buffer  :      8192kB

 Bus Type      :      default (0) -> ATAPI, detected: ATAPI 

CD-ROM :              <YAMAHA   CRW3200E        >Version: 1.0d - HA 1 TA 1 - 6.0.0.11

 Pilote d'adaptateur :<atapi>                   HA 1

=== Scsi-Device-Map ===

DiskPeripheral       : ST340016A                        atapi Port 0 ID 0  DMA: On 

CdRomPeripheral      : SAMSUNG DVD-ROM SD-616T          atapi Port 1 ID 0  DMA: On 

CdRomPeripheral      : YAMAHA CRW3200E                  atapi Port 1 ID 1  DMA: On 

=======================

AutoRun : 1

Excluded drive IDs: 

CmdQueuing     : 1

CmdNotification: 2

WriteBufferSize: 74448896 (0) Byte

ShowDrvBufStat : 0

EraseSpeed     : 0

BUFE           : 0

Physical memory     : 511MB (523760kB)

Free physical memory: 252MB (258816kB)

Memory in use       : 50 %

Uncached PFiles: 0x0

Use Static Write Speed Table: 0

Use Inquiry    : 1

Global Bus Type: default (0)

Check supported media : Disabled (0) 

3.9.2003

CD-ROM (ISO)

00:47:37
#1 Text 0 File Isodoc.cpp, Line 5771


Iso document burn settings


------------------------------------------


Determine maximum speed : FALSE


Simulate                : FALSE


Write                   : TRUE


Finalize CD             : TRUE


Multisession            : FALSE


Burning mode            : TAO


Mode                    : 1


ISO Level               : 1 (Max. of 11 = 8 + 3 char)


Character set           : ISO 9660


Joliet                  : TRUE


Allow pathdepth more than 8 directories : TRUE


Allow more than 255 characters in path  : TRUE


Write ISO9660 ;1 file extensions        : TRUE

00:47:37
#2 Phase 90 File dlgbrnst.cpp, Line 1843


Protection contre les ruptures activée

00:47:37
#3 Text 0 File Reader.cpp, Line 118


Reader running

00:47:37
#4 Text 0 File Writer.cpp, Line 127


Writer YAMAHA   CRW3200E         running

00:47:37
#5 ISO9660GEN -11 File geniso.cpp, Line 3854


First writeable address = 0 (0x00000000)

00:47:37
#6 Text 0 File Burncd.cpp, Line 3173


Turn on Piste par piste, using CD-R/RW media

00:47:41
#7 Text 0 File DlgWaitCD.cpp, Line 228


Last possible write address on media:   337349 (74:59.74)


Last address to be written:               5179 ( 1:11.04)

00:47:41
#8 Text 0 File DlgWaitCD.cpp, Line 233


Write in overburning mode: FALSE

00:47:41
#9 Text 0 File DlgWaitCD.cpp, Line 1722


Recorder: YAMAHA CRW3200E;


   CDRW code: 00 97 26 65; OSJ entry from: CMC Magnetics Corporation


   ATIP Data:


     Special    Info [hex] 1: 00 00 00, 2: 00 00 00 (LI 0:00.00), 3: 00 00 00 (LO 0:00.00)


     Additional Info [hex] 1: 00 00 00 (invalid), 2: 00 00 00 (invalid), 3: 00 00 00 (invalid)

00:47:41
#10 Text 0 File ThreadedTransferInterface.cpp, Line 768


Setup items (after recorder preparation)


 0: TRM_DATA_MODE1 (CTransferItem)


    2 indices, index0 (150) not provided


    original disc pos #0 + 5180 (5180) = #5180/1:9.5


    relocatable, disc pos for caching/writing not required/required, no patch infos 


    -> TRM_DATA_MODE1, 2048, config 0, wanted index0 0 blocks, length 5178 blocks [YAMAHA   CRW3200E        ]


--------------------------------------------------------------

00:47:41
#11 Text 0 File ThreadedTransferInterface.cpp, Line 937


Prepare recorder [YAMAHA   CRW3200E        ] for write in TAO


DAO infos:


==========


 MCN: ""


 TOCType: 0x00; Session Closed, disc fixated


 Tracks 1 to 1:


   1: TRM_DATA_MODE1, 2048/0x00, FilePos             0        307200      10915840, ISRC ""


DAO layout:


===========


 __Start_|____Track_|_Idx_|_RecDep_|_CtrlAdr_


    -150 |  lead-in |   0 |   0x00 |  0x41


    -150 |        1 |   0 |   0x00 |  0x41


       0 |        1 |   1 |   0x00 |  0x41


    5180 | lead-out |   1 |   0x00 |  0x41

00:47:41
#12 Text 0 File ThreadedTransferInterface.cpp, Line 964


Removed 2 run-out blocks from end of track 1.

00:47:41
#13 Phase 24 File dlgbrnst.cpp, Line 1843


Début de mise en cache des fichiers

00:47:41
#14 Phase 25 File dlgbrnst.cpp, Line 1843


Cache des fichiers terminé

00:47:41
#15 Phase 36 File dlgbrnst.cpp, Line 1843


Début de gravure à 10x (1 500 Ko/s)

00:47:41
#16 Text 0 File ThreadedTransferInterface.cpp, Line 2130


Verifying disc position of item 0 (relocatable, disc pos, no patch infos, orig at #0): write at #0

00:47:41
#17 Text 0 File Mmc.cpp, Line 18878


Set BUFE: supported -> ON , Optimum Writespeed Control : ON

00:47:57
#18 Text 0 File ThreadedTransfer.cpp, Line 227


all writers idle, stopping conversion

00:48:03
#19 Text 0 File Mmc.cpp, Line 13885


<YAMAHA  CRW3200E        > start Close Session

00:48:31
#20 Phase 37 File dlgbrnst.cpp, Line 1843


Gravure terminée avec succès à 10x (1 500 Ko/s)

00:48:31
#21 Phase 78 File dlgbrnst.cpp, Line 1843


Vérification de la compilation

00:49:11
#22 VERIFYERR 10 File UDFCompilationImpl.cpp, Line 1238


Impossible d'accéder au CD gravé


"YAMAHA   CRW3200E        " (H:1, T:1)

00:49:11
#23 VERIFYERR 13 File UDFCompilationImpl.cpp, Line 1336


Sommaire de statut


Nombre de fichiers=0, identiques=0, différents=0, inaccessibles=0, sautés=0.

00:49:11
#24 Phase 81 File dlgbrnst.cpp, Line 1843


La vérification de la compilation a échoué

Existing drivers:

File 'Drivers\ASPI32.SYS': Ver=4.71 (0002), size=16877 bytes, created 17/07/2002 08:53:02 

File 'Drivers\atapi.sys': Ver=5.1.2600.1106 (xpsp1.020828-1920), size=86912 bytes, created 29/08/2002 09:27:50 (Adapter driver for rec)

Registry Keys:

HKLM\Software\Microsoft\Windows NT\CurrentVersion\WinLogon\AllocateCDROMs : 0 (Security Option) 

